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PURPOSE: To simply manufacture a special battery having 
desired voltage, rated capacity, and dimension by separating a 
container and a cover which are formed in one body by a blow 
forming process from a connecting part and again bonding the 
cover to the container after a unit cell assembly is accommodated in 
it. 

CONSTITUTION: A hollow forming body 1 having a specified 
dimension is formed by a blow forming process. A connecting part 
12 is cut and trimmed, then a container 10 and a cover 14 are 
separated. An assembly 22 prepared by arranging a plurality of unit 
cells 30 on a tray 28 is accommodated in the container 10 and the 
assembly is connected to terminals 20 with lead wires 24. Molten 
wax or foamable resin solution is filled in the container. An adhesive 
34 is spreaded in the outside of a seal part 10A and the cover 14 is 
fit to the container 10 to form a cylindrical battery. 
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PURPOSE: To simply manufacture a 
special battery having desired 
voltage, rated capacity, and 
dimension by separating a container 
and a cover which are formed in one 
body by a blow forming process from 
a connecting part and again bonding 
the cover to the container after a unit 
cell assembly is accommodated in it. 

CONSTITUTION: A hollow forming 
body 1 having a specified dimension 
is formed by a blow forming process. 
A connecting part 12 is cut and 
trimmed, then a container 1 0 and a 
cover 14 are separated. An assembly 
22 prepared by arranging a plurality 
of unit cells 30 on a tray 28 is 
accommodated in the container 1 0 
and the assembly is connected to 
terminals 20 with lead wires 24. 
Molten wax or foamable resin 
solution is filled in the container. An 
adhesive 34 is spreaded in the outside 
of a seal part lOA and the cover 14 is 
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